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of the airplane maintenance log re-
quired by this section in the airplane 
for access by appropriate personnel and 
shall include that procedure in the 
manual required by § 125.249. 

§ 125.409 Reports of defects or unair-
worthy conditions. 

(a) Each certificate holder shall re-
port the occurrence or detection of 
each failure, malfunction, or defect, in 
a form and manner prescribed by the 
Administrator. 

(b) The report must be made within 
72 hours to the FAA Flight Standards 
district office in whose area the certifi-
cate holder has its principal operations 
base. The procedures to be used in com-
plying with this section must be made 
a part of the manual procedures re-
quired by § 125.73(f). 

EFFECTIVE DATE NOTE 1: By Amdt. 125–35, 
65 FR 56203, Sept. 15, 2000, § 125.409 was re-
vised, effective Jan. 16, 2001. At 65 FR 80743, 
Dec. 22, 2000, the effective date was delayed 
until July 16, 2001. At 66 FR 21626, Apr. 30, 
2001, the effective date was delayed until 
Jan. 16, 2002. At 66 FR 58912, Nov. 23, 2001, the 
effective date was delayed until Jan. 16, 2003. 
At 67 FR 78970, Dec. 27, 2002, the effective 
date was delayed until Jan. 16, 2004. At 68 FR 
75116, Dec. 30, 2003, the effective date was de-
layed until Jan. 30, 2006. At 70 FR 76979, Dec. 
29, 2005, this amendment was withdrawn, ef-
fective Jan. 30, 2006. For the convenience of 
the user, the revised text is set forth as fol-
lows: 

§ 125.409 Service difficulty reports (oper-
ational). 

(a) Each certificate holder shall report the 
occurrence or detection of each failure, mal-
function, or defect concerning— 

(1) Any fire and, when monitored by a re-
lated fire-warning system, whether the fire- 
warning system functioned properly; 

(2) Any false warning of fire or smoke; 
(3) An engine exhaust system that causes 

damage to the engine, adjacent structure, 
equipment, or components; 

(4) An aircraft component that causes the 
accumulation or circulation of smoke, vapor, 
or toxic or noxious fumes; 

(5) Any engine flameout or shutdown dur-
ing flight or ground operations; 

(6) A propeller feathering system or ability 
of the system to control overspeed; 

(7) A fuel or fuel-dumping system that af-
fects fuel flow or causes hazardous leakage; 

(8) A landing gear extension or retraction, 
or the opening or closing of landing gear 
doors during flight; 

(9) Any brake system component that re-
sults in any detectable loss of brake actu-

ating force when the aircraft is in motion on 
the ground; 

(10) Any aircraft component or system that 
results in a rejected takeoff after initiation 
of the takeoff roll or the taking of emer-
gency actions, as defined by the Aircraft 
Flight Manual or Pilot’s Operating Hand-
book; 

(11) Any emergency evacuation system or 
component including any exit door, pas-
senger emergency evacuation lighting sys-
tem, or evacuation equipment found to be 
defective or that fails to perform the in-
tended function during an actual emergency 
or during training, testing, maintenance, 
demonstrations, or inadvertent deployments; 
and 

(12) Autothrottle, autoflight, or flight con-
trol systems or components of these sys-
tems. 

(b) For the purposes of this section, ‘‘dur-
ing flight’’ means the period from the mo-
ment the aircraft leaves the surface of the 
earth on takeoff until it touches down on 
landing. 

(c) In addition to the reports required by 
paragraph (a) of this section, each certificate 
holder shall report any other failure, mal-
function, or defect in an aircraft, system, 
component, or powerplant that occurs or is 
detected at any time if that failure, malfunc-
tion, or defect has endangered or may endan-
ger the safe operation of an aircraft. 

(d) Each certificate holder shall submit 
each report required by this section, cov-
ering each 24-hour period beginning at 0900 
local time of each day and ending at 0900 
local time on the next day, to a centralized 
collection point as specified by the Adminis-
trator. Each report of occurrences during a 
24-hour period shall be submitted to the FAA 
within the next 96 hours. However, a report 
due on Saturday or Sunday may be sub-
mitted on the following Monday, and a re-
port due on a holiday may be submitted on 
the next workday. For aircraft operating in 
areas where mail is not collected, reports 
may be submitted within 24 hours after the 
aircraft returns to a point where the mail is 
collected. Each certificate holder also shall 
make the report data available for 30 days 
for examination by the certificate-holding 
district office in a form and manner accept-
able to the Administrator. 

(e) The certificate holder shall submit the 
reports required by this section on a form or 
in another format acceptable to the Admin-
istrator. The reports shall include the fol-
lowing information: 

(1) The manufacturer, model, and serial 
number of the aircraft, engine, or propeller; 

(2) The registration number of the aircraft; 
(3) The operator designator; 
(4) The date on which the failure, malfunc-

tion, or defect was discovered; 
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(5) The stage of flight or ground operation 
during which the failure, malfunction, or de-
fect was discovered; 

(6) The nature of the failure, malfunction, 
or defect; 

(7) The applicable Joint Aircraft System/ 
Component Code; 

(8) The total cycles, if applicable, and total 
time of the aircraft, aircraft engine, pro-
peller, or component; 

(9) The manufacturer, manufacturer part 
number, part name, serial number, and loca-
tion of the component that failed, malfunc-
tioned, or was defective, if applicable; 

(10) The manufacturer, manufacturer part 
number, part name, serial number, and loca-
tion of the part that failed, malfunctioned, 
or was defective, if applicable; 

(11) The precautionary or emergency ac-
tion taken; 

(12) Other information necessary for a 
more complete analysis of the cause of the 
failure, malfunction, or defect, including 
available information pertaining to type des-
ignation of the major component and the 
time since the last maintenance overhaul, 
repair, or inspection; and 

(13) A unique control number for the occur-
rence, in a form acceptable to the Adminis-
trator. 

(f) A certificate holder that also is the 
holder of a Type Certificate (including a 
Supplemental Type Certificate), a Parts 
Manufacturer Approval, or a Technical 
Standard Order authorization, or that is a li-
censee of a Type Certificate holder, need not 
report a failure, malfunction, or defect under 
this section if the failure, malfunction, or 
defect has been reported by that certificate 
holder under § 21.3 of this chapter or under 
the accident reporting provisions of 49 CFR 
part 830. 

(g) A report required by this section may 
be submitted by a certificated repair station 
when the reporting task has been assigned to 
that repair station by a part 125 certificate 
holder. However, the part 125 certificate 
holder remains primarily responsible for en-
suring compliance with the provisions of this 
section. The part 125 certificate holder shall 
receive a copy of each report submitted by 
the repair station. 

(h) No person may withhold a report re-
quired by this section although all informa-
tion required by this section is not available. 

(i) When a certificate holder gets supple-
mental information to complete the report 
required by this section, the certificate hold-
er shall expeditiously submit that informa-
tion as a supplement to the original report 
and use the unique control number from the 
original report. 

EFFECTIVE DATE NOTE: At 70 FR 76979, Dec. 
29, 2005, § 125.409 was amended by revising the 
heading and paragraph (b), effective Jan. 30, 

2005. For the convenience of the user, the re-
vised text follows: 

§ 125.409 Service difficulty reports. 

* * * * * 

(b) Each certificate holder shall submit 
each report required by this section, cov-
ering each 24-hour period beginning at 0900 
local time of each day and ending at 0900 
local time on the next day, to the FAA office 
in Oklahoma City, Oklahoma. Each report of 
occurrences during a 24-hour period shall be 
submitted to the collection point within the 
next 96 hours. However, a report due on Sat-
urday or Sunday may be submitted on the 
following Monday, and a report due on a hol-
iday may be submitted on the next work 
day. 

§ 125.410 Service difficulty reports 
(structural). 

(a) Each certificate holder shall re-
port the occurrence or detection of 
each failure or defect related to— 

(1) Corrosion, cracks, or disbonding 
that requires replacement of the af-
fected part; 

(2) Corrosion, cracks, or disbonding 
that requires rework or blendout be-
cause the corrosion, cracks, or 
disbonding exceeds the manufacturer’s 
established allowable damage limits; 

(3) Cracks, fractures, or disbonding in 
a composite structure that the equip-
ment manufacturer has designated as a 
primary structure or a principal struc-
tural element; or 

(4) Repairs made in accordance with 
approved data not contained in the 
manufacturer’s maintenance manual. 

(b) In addition to the reports required 
by paragraph (a) of this section, each 
certificate holder shall report any 
other failure or defect in aircraft struc-
ture that occurs or is detected at any 
time if that failure or defect has endan-
gered or may endanger the safe oper-
ation of an aircraft. 

(c) Each certificate holder shall sub-
mit each report required by this sec-
tion, covering each 24-hour period be-
ginning at 0900 local time of each day 
and ending at 0900 local time on the 
next day, to a centralized collection 
point as specified by the Adminis-
trator. Each report of occurrences dur-
ing a 24-hour period shall be submitted 
to the FAA within the next 96 hours. 
However, a report due on Saturday or 
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